
Application testing for GORE® Packaging Vents Molded Components

Step 1:

Fill container with product to the required volume or level  
(recommended minimum number of tested containers: 5).

Step 2:

Seal the container with the vented cap under the normal  
manufacturing conditions (e.g. temperature, pressure). 

Step 3:

Turn the container upside down for 15 minutes. Make sure that 
the cap with the integrated vent is fully covered with the product.

Step 4:

Put the container back into the upright position. Please check 
the cap and vent hole for any leaks.

YES: The cause needs to be identified. Please contact your  
container manufacturer or distributor.

NO: Please move forward with step 5.

Step 5:

Keep the container in the upright position. Please ensure that 
there is no contact between the product and the cap.

Step 6:

Expose the container to the expected temperatures during  
transportation and storage for 2–3 weeks. Please observe if  
the containers see any distortion (bloated or collapsed).
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FOR INDUSTRIAL USE ONLY. Not for use in food, drug, cosmetic or 
medical device manufacturing, processing, or packaging operations.
All technical information and advice given here is based on Gore’s previous experiences and/or test results. Gore gives this 
information to the best of its knowledge, but assumes no legal responsibility. Customers are asked to check the suitability and 
usability in the specific application, since the performance of the product can only be judged when all necessary operating data 
are available. The above information is subject to change and is not to be used for specification purposes.

Gore’s terms and conditions of sale apply to the sale of the products by Gore.

GORE and designs are trademarks of W. L. Gore & Associates 
© 2011 W. L. Gore & Associates GmbH

International Contacts
Australia 61.2.9473.6800 
Benelux 49.89.4612.2211 
China 86.21.5172.8299 
France 33.1.5695.6565 
Germany 49.89.4612.2211 
India 91.22.6768.7000 
Italy 39.045.6209.240 
Japan 81.3.6746.2572 
Korea 82.2.393.3411 

Mexico 52.81.8288.1281 
Scandinavia 46.31.706.7800 
Singapore 65.6733.2882 
South America 55.11.5502.7800 
Spain 34.93.480.6900 
Taiwan 886.2.8771.7799 
United Kingdom 44.1506.460123 
USA 1.410.392.4440
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