CASE STUDY

DOES YOUR HEADLAMP DESIGN DELAY CONDENSATION CLEARING?

Our study showed enclosure design greatly affects clearing times.

For automotive headlamps, a venting solution must provide three critical functions: responsive pressure equalization, reliable protection against ingress of water/ fluids and particulates, and condensation management. While lamp design has little effect on the first two functions, design factors can significantly impact a vent’s ability to quickly clear condensation.

A recent Gore laboratory study compared the condensation clearing times achieved by two identical GORE® Automotive Vents (AVS 9) in two very different headlamp enclosure designs (each from a leading OEM).

The headlamps, identified in this paper as “Lamp A” and “Lamp B,” were chosen based upon OEM request. Lamp B was from a vehicle identified as having no warranty claims related to condensation. Lamp A was from a vehicle for which no warranty data was provided.

Gore engineers conducted a two-step analysis in order to:
- Evaluate the relative condensation performance of the two lamp designs,
- Identify specific design form-factors that can improve clearing times, to help reduce condensation-related complaints.

Step 1: Clearing Test to evaluate headlamp condensation performance

This proprietary Gore test protocol includes preconditioning to ensure lamp conditions at the start of the test are identical. Temperature and relative humidity are controlled during the test, to isolate the effect of lamp design on condensation clearing performance.
- Under identical test conditions, using the identical vent, Lamp A took more than six times longer to clear than Lamp B.
- This result was congruent with the warranty data, as no condensation-related warranty claims were reported for Lamp B.

Lamp A – Final clearing time: 130 minutes

\[
\begin{align*}
T=0 & \quad T=20 & \quad T=130 \\
\end{align*}
\]

Lamp B – Final clearing time: 20 minutes

\[
\begin{align*}
T=0 & \quad T=20 \\
\end{align*}
\]
Step 2: Visual analysis / disassembly of each lamp

Visual analysis provides clear evidence of Lamp B’s much faster condensation clearing time compared to Lamp A.

Lamp B’s faster clearing time is attributed to the fact that its internal lamp design is more favorable to diffusion. The process of diffusion is governed by Fick’s Law:

\[
V_D = -D \times \frac{A}{dx} \times \frac{dc}{dx}
\]

Therefore, \( A_B \times \frac{dx_B}{dx} > A_A \times \frac{dx_A}{dx} \) and under equal concentration gradients, we would expect Lamp B to have faster clearing performance. This expectation is consistent with OEM warranty data.

Additionally, we would also expect Lamp A to have greater potential for localized “cold spots” due to the close clearances, which can lead to condensation.

Summary

Consistent with previous data Gore has generated, this laboratory testing and visual analysis reinforce the conclusion that a lamp’s internal design can significantly impact how rapidly a diffusive vent can clear condensation.

Find out more about this experiment, and ask your local Gore representative about more condensation-management solutions for your automotive lighting.

About Gore

W. L. Gore & Associates is a global materials science company dedicated to transforming industries and improving lives. Since 1958, Gore has solved complex technical challenges in demanding environments — from outer space to the world’s highest peaks to the inner workings of the human body. With more than 10,500 Associates and a strong, team-oriented culture, Gore generates annual revenues of $3.7 billion.

Gore develops products and technologies that address complex product and process challenges in a variety of markets and industries, including aerospace, automotive, pharmaceutical, mobile electronics and more. Through close collaboration with industry leaders across the globe, Gore enables customers to design their products and processes to be safer, cleaner, more productive, reliable, durable and efficient across a wide range of demanding environments. Learn more at gore.com/autovents

FOR INDUSTRIAL USE ONLY. Not for use in food, drug, cosmetic or medical device manufacturing, processing, or packaging operations.

All technical information and advice given here are based on Gore’s previous experiences and/or test results. Gore gives this information to the best of its knowledge, but assumes no legal responsibility. Customers are asked to check the suitability and usability in the specific application, since the performance of the product can only be judged when all necessary operating data are available. The above information is subject to change and is not to be used for specification purposes. Gore’s terms and conditions of sale apply to the sale of the products by Gore.

W. L. Gore & Associates, Inc. is certified according to IATF 16949, ISO 9001 and ISO 14001 standards.